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MATERIAL SAFETY DATA SHEET

MSDS Name: PL 400(R) SUB-FLOOR & DECK ADHESIVE
MSDS Number:; P72400145

Version Number 2
MSDS Date: SEP-24-2002
Page Number: 1

SECTION I -~ PRODUCT AND COMPANY INFORMATION

Product Name: PL 400(R) SUB-FLOOR & DECK ADHESIVE
HMIS Hazard Rating: Health: 1 Fire: 3 Reactivity: 0 PPE: B
Company Identification: OSI SEALANTS, INC.a Subsidiary

of Sovereign Specialty Chems.
7405 PRODUCTION DRIVE
MENTOR OH 44060

Information phone/Fax: (440) 255-8900 (440) 974-8358
Emergency Phone (24 hour) CHEMTREC
(800) 424-9300
Chemtrec (outside-USA) (703) 527-3887
Product Class ADHESIVE
Trade Name PL Brands

Product Code

SECTION II - INGREDIENT AND HAZARD INFORMATION

Hazardous Ingredient Name CAS Number Percent TSCA
Light Aliphatic Naphtha 64742-89-8 10 - 15 Y
Toluene 108-88-3 5 - 10 Y
n~Hexane 110-54-3 5 - 10 Y
Ethanol 64-17-5 < 5.0 Y
SILICA, QUARTZ 14808-60-7 TRACE Y

Ingredient Notes:
Remaining ingredients are not considered OSHA hazardous.

SECTION III - PHYSICAL AND CHEMICAL PROPERTIES

Form: Non-sag mastic

Appearance/Color: Tan

Odor: Slight, hydrocarbon

Solubility (in water): Insoluble

pH Value, +/-.3: Not Applicable

Boiling Range: 160.2F - 230.oF (71.11eC - 110.eC)
Vapor Pressure (mmHg): 155.@ 68.0F (20.@C)

Evaporation Rate: 4.8 times Faster than n-Butyl Acetate
Vapor Density: Heavier than air

% Volatile, Weight 32.%

% Volatile, Volume 45.%

Specific Gravity: 1.101

VOC (less H20 or exempt) < 370 g/L (32%)

NOTE:

*BOIL RANGE, EVAP RATE, VAPOR DENSITY AND PRESSURE FOR SOLVENT ONLY!



MATERIAL SAFETY DATA SHEET

MSDS Name: PL-300 (R) FOAM BOARD ADHESIVE
MSDS Number: P74300145

Version Number 2
MSDS Date: OCT-18-2002
Page Number: 1 .
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SECTION I - PRODUCT AND COMPANY INFORMATION

Product Name: PL-300 (R) FOAM BOARD ADHESIVE
HMIS Hazard Rating: Health: 1 Fire: 3 Reactivity: 0 PPE: B
Company Identification: OSI SEALANTS, INC.a Subsidiary

of Sovereign Specialty Chems.
7405 PRODUCTION DRIVE
MENTOR OH 44060

Information phone/Fax: (440) 255-8900 (440) 974-8358
Emergency Phone (24 hour) CHEMTREC
(800) 424-9300
Chemtrec (outside-USA) (703) 527-3887
Product Class ADHESIVE
Trade Name PL Brands

Product Code

SECTION II - INGREDIENT AND HAZARD INFORMATION

Hazardous Ingredient Name CAS Number Percent TSCA
Light Hydrotreated Naphtha 64742-49-0 15 - 25 Y
SILICA, QUARTZ 14808-60-7 TRACE Y

Ingredient Notes:
Remaining ingredients are not considered OSHA hazardous.

SECTION III - PHYSICAL AND CHEMICAL PROPERTIES

Form: Non-sag mastic

Appearance/Colar: Light blue

Solubility (in water): insoluble

pH Value, +/-.3: Not Applicable

Boiling Range: 135.@F - 165.@F (57.22eC - 73.89eC)
Vapor Pressure (mmHg): over 99.@ 68.@F (20.2C)

Evaporation Rate: 5.5 times Faster than n-Butyl Acetate
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MSDS Name: PL-200 (R) CONSTRUCTION ADHESIVE
MSDS Number: P71200145

Version Number 1
MSDS Date: OCT-15-2002
Page Number: 1
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SECTION I - PRODUCT AND COMPANY INFORMATION

Product Name: PL-200 (R) CONSTRUCTION ADHESIVE
HMIS Hazard Rating: Health: 1 Fire: 3 Reactivity: 0 PPE: B
Company Identification: OSI SEALANTS, INC.a Subsidiary

of Sovereign Specialty Chems.
7405 PRODUCTION DRIVE
MENTOR OH 44060

Information phone/Fax: (440) 255-8900 (440) 974-8358
Emergency Phone (24 hour) CHEMTREC
(800) 424-9300
Chemtrec (outside-USA) (703) 527-3887
Product Class ADHESIVE
Trade Name PL Brands

Product Code

Other Names: DRYWALL CONSTRUCTION ADHESIVE

SECTION II - INGREDIENT AND HAZARD INFORMATION

Hazardous Ingredient Name CAS Number Percent TSCA
HEPTANE 142-82-5 10 - 15 Y
PETROLEUM NAPHTHA 64742-89-8 10 - 15 Y
XYLENE 1330-20-7 < 2.0 Y
SILICA, QUARTZ 14808-60-7 TRACE Y

Ingredient Notes:
Remaining ingredients are not considered OSHA hazardous.

SECTION III - PHYSICAL AND CHEMICAL PROPERTIES

Form: Non-sag mastic

Appearance/Color: Tan

Solubility (in water): insoluble

pPH Value, +/-.3: Not Applicable

Boiling Range: 180.0F - 270.0F (82.22C - 132.222C)
Vapor Pressure (mmHg): 29.@ 68.@F (20.@C)

Evaporation Rate: 2.8 times Faster than n-Butyl Acetate
Vapor Density: . Heavier than air

% Volatile, Weight approx. 30.%

% Volatile, Volume approx. 45.%

Specific Gravity: 1.215

VOC (less H20 or exempt) <385 Gr/L (30%)

NOTE :

*BOIL. RANGE, EVAP RATE, VAPOR DENSITY AND PRESSURE FOR SOLVENT ONLY!



